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ABSTRACT 

A lead shield was designed and tested for use with the pinhole collimator of the 

Nuclear-Chicago HP scintillation camera to detect photons of 38K and 42K for cardiac 

scanning.   A discussion of each isotope with reference to cardiac scanning is given 

with especial emphasis upon the problems of imaging high-energy photons,  i.e., 

511 keV or higher with the presently available scintillation cameras. 

ii 



I,   INTRODUCTION 

With the recent surge of interest in myocardial imaging using annihilation pho- 

tons of 511-keV energies, a method to detect these photons using the presently avail- 

able scintillation cameras is needed.   Positron cameras are available for detection, 

2 
but these are difficult to obtain, and costly.     Therefore, it seemed reasonable to 

develop a simple lead shield for use with the readily available pinhole collimator 

adapted for the Nuclear-Chicago HP scintillation camera.  This report describes spe- 

cific aspects of the design and construction of such a lead shield to improve imaging of 

38 42 
high-energy photons, and describes the use of     K and     K for myocardial scanning. 

n.   MATERIALS AND METHODS 

Following several routine examinations of the pinhole collimator, using 

potassium-38 as a high-energy photon emitter, it was found that the design of the pres- 

ent pinhole collimator had several disadvantages.   First and foremost, by holding the 

radiation source in the field of view of the pinhole collimator and moving it laterally 

around the sides of the collimator, it was noted that large amounts of the emitted pho- 

tons penetrated the walls of the pinhole collimator and interacted with the 1.3-cm thick 

Nal(Tl) crystal of the camera, i.e., reflected by little change in count rate.   It was 

also evident that through the junction of the camera head and the collimator (Figure 1) 

a large amount of radiation penetrated, adding to the "edge packing" effect on the 

crystal. 

Anger and Davis have previously shown that the probability of photopeak inter- 

action with the 1.3-cm thick Nal(Tl) crystal of the Anger camera by . 511 MeV photons 

is approximately 17 percent.     Since a small number of the emitted photons interact 



Figure 1. 
Photograph of the pinhole colli- 
mator and camera head assembly 
showing the area where the two 
are joined (A) and the amount of 
penetration with high (511 keV) 
photons that occurs at that 
junction (B) 
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with the crystal, and since a large amount of the emitted photons penetrate the pinhole 

collimator, a lead shield was designed to cover the collimator to improve in detection 

characteristics.   In designing this lead shield, it was necessary to consider all the 

photons that come from potassium-38 decay.   Potassium-38 decays by emitting 

2.68-MeV (maximum) photons which annihilate in vivo to produce . 511 MeV photons. 

It has a half-life (T-l/2) of 7. 7 min.   Two hundred percent of the 511 keV annihilation 

+ gamma rays are available for imaging.1,5   A lead protective shield, covering the 

detecting crystal, needed to be designed such that it would be thick enough to absorb 

not only the penetrating 511 keV energies, but also the 2.17-MeV gamma emissions. 

In addition, since it was found that a significant amount of "photon leak" occurred at 

the junction of the pinhole collimator with the scintillation camera head, the lead shield 

also had to be designed to cover that portion of the instrument.   A large amount of lead, 

calculated to be approximately 4 cm thick, was needed, since the calculated half- 

thicknesses for these high-energy radiations from potassium-38 are approximately 

4.3 cm for Nal, 7. 2 cm for water, and .42 cm for lead.    Since the weight of the 

shield itself would be extremely heavy, construction of a durable movable cart to hold 

the collimator was necessary. 

El.   RESULTS AND DISCUSSION 

Figure 2 shows the complete design of the shielding apparatus, including its car- 

rying cart.   A study of the myocardium of a beagle, following the injection of 5 milli- 

curies of potassium-38, with (A) and without (B) the collimator is shown in Figure 3. 

The collimator does an adequate job of absorbing the unwanted radiation, and therefore, 

the myocardial area can be satisfactorily visualized. 



Figure 2. Diagram drawings of the camera lead shield assembly (A and B) with 
comparison photographs of the shield and pinhole collimator together 
(C through H) 
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Figure 2 (continued) 



Figure 2 (continued) 



Figure 3. 
"^K cardiac study in an animal 
depicting the good image that can 
be obtained (A) when the shield is 
used, and how poor the image is 
when the lead shield is removed 

(B) 

Potass:um-38 and pota3sium-43 are good isotopes for imaging the heart, due to 

38 43 
their roughly short T-l/2, 7. 7 min for     K, 22.4 h for     K, and the fact that their 

dominant gamma emissions appear to be in the detectable energy range for the scintil- 

1 4 
lation camera.   '     Potassium-43 emits .373-MeV gamma disintegrations, a .39-MeV 

gamma (18 percent), a . 59-MeV gamma (13 percent), a .619-MeV gamma (81 percent), 

and a 1.1-MeV gamma (2 percent).    It has been shown that calculated "narrow beam" 



o 
half-thickness of these, in lead, exceeds 0.5 cm.     Therefore, image resolution can 

be degraded due to collimator septal or edge penetrations.   Moreover, the calculated 

probability of photopeak interaction with the Nal(Tl) of the scintillation camera is only 

13 percent for 0. 619 MeV gamma rays (emitted 81 percent of the time by 

potassium-43). 

Poe has compared precordial uptake and clearance of potassium-42 and found 

that it reaches a plateau of concentration in the myocardium within a period of 5-20 

minutes after bolus injection into the jugular vein.     He also found that approximately 

22 percent remains in the blood after 2 minutes following injection, and scanning, 

42 
therefore, can commence immediately.   After bolus injection of     K into the anterior 

descending coronary artery, 71 percent is extracted during the first circulation 

through the coronary capillary bed.   This indicates that the amount of potassium-42 

42 
available for recirculation is small.   In addition,      K clears quickly from the heart 

with a 78-minute biological T-l/2,   allowing for immediate rapid and sequential 

imaging. 

Potassium-38, however, seems to be better than potassium-43 for imaging the 

heart, for its physical half-life of 7. 7 minutes closely matches the maximum uptake 

time of the isotope in the myocardium (in contrast to the 175-fold longer 22.4-hour 

43       5 
physical T-l/2 of     K). 

The advantages of potassium-38 and potassium-43 for rapid myocardial imaging 

stem mainly from their superior resolution, as well as from improved statistics 

5 
obtainable due to the low radiation absorbed doses. 



Use of the scintillation camera in positron mode (580 on the isotope setting with 

20 to 30 percent window) can adequately detect the radiation emitted from the 

potassium-38 isotope with the lead shield in place.   In addition, when computer pro- 

cessed data are added to the study, one can obtain additional quantitative information. 

5 
Tomographic capabilities can also improve imaging of potassium-38   by discriminating 

against the accumulation of the isotope in the surrounding tissues particularly the mus- 

cles of the thorax. 

The new MGH positron camera may give improved imaging for the 511 keV iso- 

topes but, again, it is highly expensive as compared to the single lead shield described 

herein.   The 11-minute average life of potassium-38 has another positive characteris- 

tic in that it allows repetitive and multiple views of the myocardium as residual activ- 

ity from a previous dose disappears rapidly, or can be subtracted out by the use of 

computers.   It also goes to the myocardium by normal physiological pathways which is 

n 
ideal when studying myocardial function. 



REFERENCES 

1. Anger, H. O. and Davis,  D. H.   Gamma-ray detection efficiency and image reso- 
lution in sodium iodide.    Rev. Sci. Instrum. 35:693-697, 1964. 

2. Brownell, G.  L., Burnham,  C. A., Hoop, B., Chesler, D., Connor, H., Kazemi, H. 
andBunnell, J.    The MGH positron camera — preliminary clinical results. 
J. Nucl. Med. 13:417 (Abstract),  1972. 

3. Lederer, C. M., Hollander, J. M. and Perlman, I.   Table of Isotopes. 
New York, London and Sydney, John Wiley and Sons, Inc., 1967. 

4. Myers, W. G.   Radioisotopes of iodine, Chapter 12.   In: Radioactive Pharmaceu- 
ticals.   Oak Ridge, Tennessee, United States Atomic Energy Commission, 
Division of Technical Information, CONF-651111,    pp. 217-243, 1966. 

5. Myers, W. G.   Radiopotassium-38 for in vivo studies of dynamic processes. 
J. Nucl. Med.  14:359-360,  1973. 

6. Poe, N. D. Comparative myocardial uptake and clearance characteristics of 
potassium and cesium.   J. Nucl. Med. 13:557-560, 1972. 

13 
7. Welch, M.  J., Lifton,  J. F. and Carter, C. C.   Production of simple     N-labeled 

compounds and the use of 13N-labeled ammonia in studying body ammonia levels. 
J. Nucl. Med. 12:404-405 (Abstract), 1971. 

10 



UNCLASSIFIED 
Security Classification 

DOCUMENT CONTROL DATA -R&D 
(-Security classilicalion of title,  body of abslracl and indexing annotBlion must be entered when  the overall report Is classlHed) 

I.  ORIGINATING  ACTIVITY (Corporate author) 

Armed Forces Radiobiology Research Institute 
Defense Nuclear Agency 
Bethesda. Maryland 20014  

2a. REPORT SECURITY   CLASSIFICATION 

UNCLASSIFIED 

3.   REPORT   TITLE 

2b.   GROUP 

N/A 

LEAD SHIELD TO IMPROVE DETECTION OF HIGH-ENERGY PHOTONS 
OF 38K AND 42K BY SCINTILLATION CAMERAS 

4.   DESCRIPTIVE  NOTES (Type of report and Inclusive dates) 

5.   AUTHOR(S) ('First name, middle initial,  last name) 

J. S. Stevenson 

6.   REPORT   DATE 

October 1974 
8a.    CONTRACT   OR   GRANT   NO. 

6. PROJECT NO.   NWED  QAXM 

c Task and Subtask C 911 

d. Work Unit 05 
10.   DISTRIBUTION   STATEMENT 

7a.    TOTAL   NO.   OF   PAGES 

13 
7b.   NO.   OF   REFS 

7 
9a.   ORIGINATOR'S   REPORT   NUMBER(S> 

AFRRI   TN74-9 

9b.  OTHER  REPORT NO(S) (Any other numbers that may be assigned 
this report) 

Approved for public release;  distribution unlimited 

II.   SUPPLEMENTARY   NOTES 

13.   ABSTRACT 

12.   SPONSORING  MILITARY   ACTIVITY 

Director 
Defense Nuclear Agency 
Washington. D. C.   20305 

A lead shield was designed and tested for use with the pinhole collimator of the 
Nuclear-Chicago HP scintillation camera to detect photons of 38K and 42K for cardiac 
scanning.   A discussion of each isotope with reference to cardiac scanning is given 
with especial emphasis upon the problems of imaging high-energy photons, i.e., 
511 keV or higher with the presently available scintillation cameras. 

DD.FN0oRvMe51473 UNCLASSIFIED 
Security Classification 


